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fro across the tubing. Where flexible tubing is used, it shall be of the
minimum practicable length. Extending tubing from one room to an-
other is prohibited.
6. Where an appliance, such as a gas iron for industrial work, is always
used in the same location, but its operation demands a flexible connection,
the flexible tube shall be permanently attached at the supply end by a
threaded or other secure metal connection, and the appliance end shall be
provided with a secure metal joint, which can be conveniently made and
separated, in preference to a rubber slip end.
7. Where the tubing is likely to be subjected to excessive temperatures,
either through accident or because of the special nature of the appliance,
only tubing properly protected or made up of incombustible material shall
be used.
(c) All piping or tubing shall be tested after assembly and proved free from
leaks at not less than normal operating pressures. Test shall not be made
with a flame.
(f) Provision shall be made for expansion, contraction, jarring and vibra-
tion, and for settling.
(g) Piping outside buildings may be buried, above ground, or both, but
shall be well supported and protected against mechanical injury.
B.8. Hose Specifications.
(a) Hose shall be fabricated of materials that are resistant to the action of
liquefied petroleum gases.
(b) Hose subject to container pressure shall be designed for a bursting
pressure of not less than five times the maximum pressure for which the
container was designed. Hose connections when made shall be capable
of withstanding a test pressure of twice the maximum pressure for which
the container is designed.
(c) Hose and hose connections located on the low pressure side of
regulators or reducing valves shall be designed for a bursting pressure
of not less than 125 lb. but not less than five times the pressure setting
of the safety relief devices protecting that portion of the system. All
connections shall be so designed that there will be no leakage when con-
nected,
(d) Where hose is to be used for transferring liquid from one con-
tainer to another wet hose is recommended. Such hose shall be equipped
with suitable shut-off valves at discharge end. Provision shall be made
to prevent excessive hydrostatic pressure in the hose.
B.9. Safety Devices.
(a) Every container used with systems embodied in Divisions II, III
and IV (except Par. 4.6), and every vaporizer (except motor fuel va-
porizers and except vaporizers described in B.10, 2.2(d) and 2.2(e))
whether heated by artificial means or not, shall be provided with one
or more safety relief valves of spring-loaded or equivalent type. These
valves shall be arranged to afford free vent to the outer air with discharge
not less than 5 ft. horizontally away from any opening into the building
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